Pro otvory a vnitini zavity dle DIN 13, DIN 3852-1, DIN ISO 228, I1SO 1926

MATERIAL: i I:LD_FiE ergonomicky formovany, prakticky uchyt, Siroky lem flexibilni lamely pro
STANDARDNI BARVA: Zluta velkou toleranci snadna montaz a bezproblémové vyjmuti, teplotné
odolné vyrobky na vyzadani.
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EP 360/ GS 8 25,0 5,0 8,0 8,0 25,0
EP 360/ GS 10 27,0 7,0 10,0 8,0 25,0
EP 360/ GS 12 29,0 9,0 12,0 8,0 25,0
EP 360/ GS 14 31,0 11,0 14,0 8,0 25,0
EP 360/ GS 16 33,0 13,0 16,0 8,0 25,0
EP 360/ GS 18 35,0 15,0 18,0 8,0 25,0
EP 360/ GS 22 39,0 19,0 22,0 8,0 25,0
EP 360/ GS 26 43,0 23,0 26,0 8,0 25,0
EP 360/ GS 30 47,0 28,0 30,0 8,0 25,0
EP 360/ GS 32 49,0 29,0 32,0 8,0 25,0
EP 360/ GS 34 51,0 31,0 34,0 8,0 27,0
EP 360/ GS 41 58,0 38,0 41,0 8,0 27,0
EP 360/ GS 47 64,0 44,0 47,0 8,0 27,0
EP 360/ GS 58 75,0 55,0 58,0 8,0 27,0
EP 360/ GS 75 92,0 72,0 75,0 8,0 27,0
EP 360/ GS 82 99,0 79,0 82,0 8,0 27,0
EP 360/ GS 86 103,0 83,0 88,0 8,0 27,0
GS 8 M 8 [M 8xl R .1/16" | . 5/16" . 5/16" . 5/16"
GS 10 M10x1 | M 10x1,5 R .1/8 | .3/8" . 3/ 8"
GS 12 M12x1 | M 12x1,5 .1/ 2" .1/ 2"
GS 14 M14x1 | M 14x1,5 . 9/16" . 9/16" . 9/16"
GS 16 M16x1 |M16x1,5 | M17x2 R .3/8" | . 58" . 5/ 8"
GS 18 M18x1 | M 18x1,5 | M 19x2 - 11/16"
3/ 4
GS 22 M24 | M22x1 | M22x1,5 | M23x2 R .5/8" | .7/8" .7/ 8"
M 26x1 1"
GS 26 M 26x1,5 | M27x2 | M28x3 | R .3/ 4" | 1.1/16" 1.1/ 8"
1.1/8"
GS 30 M 30x1 M30x2 | M32x3 1. 3/16" 1. 3/16"
GS 32 M 32x1 M33x2 [ M34x3 |R1." 1.1/ 4"
GS 34 M 34x1 M 35x2 1.3/ 8" 1. 3/ 8"
GS 41 M 42x2 R1.1/ 4" |1. 5/ 8" 1.5/ 8"
GS 47 M 48x2 R1.1/ 2" |1. 7/ 8"
GS 58 M 58x1,5 R2."
GS 75 M 75x1 M 75x2 R2.1/ 2" [3."
GS 82 M 82x1 3.1/ 4"
GS 86 M 88x3 |R3."
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Pokud nenaleznete poZadovany rozmér, pozadejte o samostatnou nabidku.
Nase vyrobky se mohou z divodu zlepseni zménit bez predchoziho upozornéni.
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